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GENERAL NOTE:
1. Receipt inspection shall, as a minimum, verify the following:
a) Items are not visibly damaged.

b) The catalog number on the item received or on the shipping container agrees with the catalog number Tisted

w==m====l=ﬁ=r

in the Item Description column and/or on the purchase order.

Additionai requirements as 1isted in the Method of Verification Co]umn

SPEC/DHG ACCEPTABLE 'VALUE' CONDITION:E=:;N,9j¥1“*% S EERabl ;
16300
2.1.2.1 PVC Conduit Material: PVC Visual: Conduit marked "Rigid (1) piece per
Schedule 40 Dimensions: 0.D., wall Nenmetallic Conduit Aboveground and | bundie (min.)
thickness Underground (Schedule 40}"
Markings Test: Measure outside diameter and | (1) piece per
wall thickness. Verify dimensions bundle {min.)
agree with UL651, Table 2.1
(Schedule 40),
2.2.5 Manholes Catalog No. Visual: Verify pulling irons in 100%
H-2-77638 { ARCO #6060-7 Material: Concrete each side, embedded channels in
Sh 1 Equipment: Pulling eyes and | walls and inclusion of ring and
H-2-78504 embedded channels cover. Verify cover is embossed as
Sh 1 Markings required by the specification.
Dimensions Test: Measure wall thickness and 100%
verify 6" +1/8". Measure inside and
verify 6°-0" x 6°-0" £1/2", Measure
vertically and verify each of two
sections at 3’-6" +1/2" ea.
16400 Visual: Inspect for: Minimim of one
2.1.1.1.b | Terminal Lugs Catalog No. Manufacturer’s identification on per smaliest
Thomas & Betts Configuration Tug; plastic insulating sleeve; box
Sta-Kon Size metal ring or spade type.

250LyQ

~ @begd
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g ACCEPTABLE VALUE: CONDITION
o OR TOLERANCE -

PROJECT __ B-714

e e

Rigid Steel Conduit

Visual: Conduit marked "Rigid Metal

10%

Material
Coating Conduit" and galvanized,
Dimensions Physical appearance indicates 100%
presence of galvanized coating and
that the coating is continuous on
all external surfaces.
Test: Measure wall thickness and Minimum (1)
verify dimensions agree with ANSI Length per
C80.1-1983, Table 2. (Note: Wall each size of
thickness shall not be less than conduit
i nominal less 12.5 percent.)
2.1.2.1 PVC Conduit Material: PVC Visual: Conduit marked "Rigid (1) piece per
| Schedutle 40 Dimensions: 0.D., wall Nonmetallic Conduit Aboveground and | bundle (min.)
thickness Underground (Schedule 40)"
Markings Test: Measure outside diameter and | {1) piece per

wall thickness. Verify dimensions
agree with UL651, Table 2.1
(Schedule 40}.

bundle (min.)

Abo-hilg
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CGI LISTING

PROJECT _ B-714 _

Z'ACCEPTABLE VALUE CONDITION .
.- OR TOLERANCE - ,

| saete s1zE-

" 2.1.2.2

Rigid Steel Conduit,

PVC Coated

Material
Coating
Dimensions

Visual:

1) Verify presence of PVC coating
and that the coating is free of
blisters, bubbles, and pinheles and
is continuous over the entire
external length of the conduit,
except at the threads.

2) Verify conduit wall thickness
conforms to ANSI C80.1, Table 2.
See Note below.

3) Verify PVC coating thickness
conforms to NEMA RN-1, Section 3.1.
See Note below.

NOTE: Combined (conduit plus PVC
coating) wall thickness may be
verified in lieu of individual
thicknesses. Combined thickness
shall be equal to or greater than:
Nominal thickness less 12.5 percent
plus 0.035 inches.

100%

Minimum (1)
length per
conduit size
Minimum (1)
Tength per
conduit size

2.1,2.3

Conduit Fittings
(Standard and PVC
coated)

Catalog No.

Material
Coating

Visual (PVC Coated Conduit): Verify
presence of PVC coating and that the
coating is free of blisters,
bubbles, and pinholes, and is
continuous over the entire external
surface of the fitting.

Visual (Std. Cnd. Fittings):
physical appearance indicates
fittings are aluminum or, are
galvanized.

Verify

100%

100%

2.1.2.5

Watertight Fittings

Catalog No.

Coating

Visual: Verify physical appearance
indicates fittings are aluminum or
are galvanized.

100%

cT 10 ¢ 3Bp4
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_-OR "TOLERANCE ::

".ACCEPTABLE VALUE CONDITION

|+~ METHOD OF VERIFICATION. -

PROJECT __B-714

2.1.4

Sensing Cable
Raychem TraceTek,
Cat. No. TT-3000-
MSC-XX-LP. ("XX" =
cable length in
feet.)

Catalog No.

Test: Measure cable length received
and verify agreement with Tength
specified on purchase order.

100%

2.1.4.1

Connectorized Jumper
Cable. Raychem
TraceTek, Cat. no.
TT-MJC-3-MC

Catalog No.

Visual: See General Note

100% “

| 2.1.4.2.

End Termination
Raychem TraceTek,
Cat. No. TT-MET-MC

Catalog No.

Visual: See General Note

100%

If 2.1.4.3

Scotchlok Plastic

Connector

Raychem TraceTek,

Cat. No. TT-JSK-SL

Catalog No.

Visual: See General Note

100% ”

2.1.4.4

Heat Skrinkable
Tubing
Raychem TraceTek

Catalog No.

Visual: See General Note

100%

2.1.9.2

Conduit Protection
Tape

M Co.

Scotchrap No. 50

Catalog No.

Visual: See General Note

100%

8&04§5¢s;

2.1.11

Buct Sealing
Compound

"Sealex" (Procelain
Prod, Co.) or,
"Kerite" (Kerite
Co.)

Catalog No. (or product
trade name)

Visual: See General Note

100%

€1 40 9 obed
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PROJECT _ B-714

SPEC/DHG e _jACCEPTABLE VALUE CONDITION '
o REE: g {7 T : b < OR “TOLERANCE: L _ LR anm
2.2.2.1 Terminal Blocks Catalog No. Visual: Verify voltage rating and 100%
Marathon or Buchanan | Voltage Rating current rating by comparing part no.
Current Rating on terminal block or on shipping
container with manufacturer’s
catalog data.
2.2.3 Annunciator Catalog No. Visual: Inspect for damaged 100%
Ronan Co. Series X12 | Configuration enclosure, windows, horn or
w/NEMA Type 4 Horn pushbuttons. Open door and inspect
Enclosure Lights for damaged door gasket, wiring,
Controls circuit boards, electronic
Window Engraving compenents, transformer or other
J Door Gasket devices. Check for missing window
' tamps, fuses and proper window
engraving per the Drawings.
H-2-77637 | Terminal Boxes Catalog No. Visual: Inspect for missing or 100%
Details Door Gsket damaged door gasket, missing or
#3, 4, 5, | Hoffman Engineering | Dimensions damaged interior panel.
&7 Co. NEMA Type 4X Corrosion Protection Visual: Verify enclosure material
it exhibits a continuous gray
protective coating.
Test: Measure box and verify size
is as specified on Drawings.
{Tolerance = + 1")
H-2-78503 | Terminal Boxes Same as above Same as above 100%
i Details
| #3 & 7 Hoffmann Engineering
Co. NEMA Type 4X
H-2-77638 | Conduit Spacer Catalog No. Visual: See General Note 100%
Sh. 1 Carlon Co.
H-2-78504
Sh. 1

€1 40 7 abeq Bbo-AILT
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SPEC/DHG Ly TEM NERrDTPTIAN *ACCEPTABLE VALUE. CONDITION
"REF. - | - ITEW DESCRIPTION™ )" 08 TOLERANCE - FLVERIFICATIC
H-2-77638 | Cadweld Connections | Catalog No. Visual: Verify mold and powder
Sh. 1 charge are as recommended by the
(Note 12) * manufacturer for the steel ground
H-2-78504 cable.
I sh. 1
(Note 12)
H-2-77638 | Tube Clamps Catalog No. Visual: Verify that the physical 100%
Sh. 1 I Unistrut Cat. Corrosion Protection appearance of the item indicates the
| (Note 12) | No. P2014 presence of a continuous galvanized
H-2-78504 coating.
Sh. 1
|_(Note 12)
H-2-77638 | Tube Steel 2" x 2" Dimensiens Verify dimensions are as specified. | 100%
Sh. 3 x 1/4" Tolerances: Across flats 10.020"
H-2-77639 Wall thickness $10%
Sh. 1&2 ASTM A500
H-2-77640
H-2-78504
Sh. 3
H-2-78505
i Sh. 1&2
H-2-77638 | Pull Box Catalog No. Visual: Inspect for missing or 100%
Sh. 3 Crouse-Hinds Cat. Dimensions damaged cover gasket.
Details No. WJB181206 Cover Gasket Test: Measure box and verify size 100%
No. 5 & Corrosion Protection is as specified on Drawings.
| 14 (Tolerance = £1")
H-2-78504 Visual: Verify physical appearance | 100%
| Sh. 3 indicates the presence of a
Elevation continuous galvanized coating.
:J" and
IKII
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Catalog No.
WJB241208

indicates the presence of a
continuous gzlvanized coating.

- SPEC/DWG. | - “3iem pecrntbrinn. - ,?ACCEPTABLE VALUE CONDITION
UREF-. - :?fIIEM,DESCRIPTEON}gE.%? "OR TOLERANCE - METHOD OF_VERIFICAIION =
" H-2-77638 | Weld Studs Part No. Test: Measure shank dia and length.
Sh. 3 Nelson Stud Welding | Dimensions Tolerances: Length t1/16"
H-2-77639 | Company Dia 0.330" +0.02"
Sh. 1&2 Type CPL 3/8" x 1"
H-2-77640 | (Part
H-2-78504 | No. 101-017-178)
Sh. 3
H-2-78505
Sh. 1&2
| H-2-77638 | Backplates Thickness Test: Measure thickness and verify | 100%
Sh. 3 1/4" carbon steel Material 1/4" +0.03", -0.01".
|| H-2-77639 | plate ASTM A 36 Test: Verify backplates exhibit 100%
Sh. 1&2 magnetic property consistent with
H-2-77640 steel materials
H-2-78504 |
Sh. 3
H-2-7850%
Sh. 1&2
I H-2-77639 | Transformer 3KVA Catalog No. Visual: Verify KVA and voltage 100%
Sh. 1&2 KVA rating agree with that specified.
H-2-78505 Voltage Rating
Sh. 1&2 OQutdoor Type
H-2-77639 | Instrument Pull Box | Cataleg No. Visual: Inspect for missing or 100%
Sh. 1&2 I-PB-102-2 Dimensions damaged cover gasket.
H-2-78505 | 1-PB-103-2 Cover Gasket Test: Measure box and verify size 100%
Sh. 1&2 1-PB-104-2 Corrosion Protection is as specified on Drawings.
1-PB-105-2 (Tolerance = +1")
Crouse-Hinds Visual: Verify physical appearance 100%

€1 40 6 obed Bho~-hilg
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(SPEC/DMG. L - e DEGCRIPTION .- ACCEPTABLE VALUE coumnou LU L R R
" REF. .| v ITEM DESCRIP UO’:‘-';‘;‘_ . ORTOLERANCE . METHOD OF VERIFICATION == o} 17
it H-2-77639 | Enclosure 16" x 12" Cata]og No. Visual: Inspect for missing or 100%
Sh. 1&2 X 6" Dimensions damaged door gasket, missing or
H-2-78505 [ Hoffman Engineering | Door Gasket damaged interior panei.
Sh. 1&2 Co. Cat. Corrosion Protection Test: Measure enclosure and verify | 100%
Ne. A-16H12ALP, NEMA size is as specified on Drawings.
Type 4X with panel. {Tolerance = %1")
Catalog No. Al6P12 Visual: Verify enclosure material 100%
exhibits a continuous gray
protective coating.
H~-2-77638 | Heavy Hex Nuts, Threads per inch Visual: Verify hex nut 10%
Sh. 3 ASTM A563 Grade A, Hexagonal shape. Test: Verify no. of threads per
H-2-77639 § 3/8" ~ 16UNC-2B inch equals 16
Sh. 1&2
H-2-77640
H-2-78504
| Sh. 3
H-2-78505
Sh. 1&2
H-2-77639 | Horn Catalog No. Visual: See General Note. 100%
Sh. 1&2 Edwards, Catalog Weatherproof Box
H-2-78505 | No. 876-N5
Sh. 1&2
H-2-77639 | Pilot Light Catalog No. Visual: Verify red lens. See 100%
Sh. 1&2 Square D, Cat. No. Red tens General Note.
H-2-78505 | 9001-KT-1R6
Sh. 1&2

£1 40 01 abeg SV '
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SPEC/DHG " | iy CCEPTABLE VALUE CONDITION._ e s o TETEATI
H-2-77639 | Solid State Relay Cata]og No. Visual: Inspect for missing or 100%
Sh. 1&2 B/W Controls, Cat. Inverse Operating Type damaged cover gasket.
H-2-78505 | No. 5200-HF2-N4, (normaily energized load Set-Up: Install resistors as shown | 100%
Sh, 1&2 inverse operation, relay) on Drawing H-2-77636, Sh. 1.
w/electrode circuit | Contact Transfer Install a jumper between terminals
monitor NEMA Type 4 Enclosure 14 and 14A, remove jumper between
terminals 7 and 14.
Test: Connect a 120 V ac power 100%
source to terminals 10 and 11.
Verify contact transfer of all
contacts by use of a volt-ohmmeter.
Remove jumper between terminals 14
and 14A and verify contact transfer
of all contacts by use of a voit-
ohmmeter. Turn off 120 V ac power
source and verify contact transfer
by use of a volt-ohmmeter.
H-2-77639 | Fuse Block Cataleg No. Visual: See General Note. 100%
Sh. 142 (Leak detector
H-2-78505 | circuit)
Sh. 1&2 Gould Shawmut, Cat.
Ne. 303I11R
H-2-77639 | Fuse (leak detector | Catalog No. Visual: See General Note. 100%
Sh. 1&2 circuit)
H-2-78505 | Gould Shawmut-Amp-
Sh. 1&2 Trap, Ciass CC
Catalog No. AMTR20 |
H-2-77639 | Ground Clamp Catalog No. Visual: See General Note. 100%
Sh. 1&2 Connector
H-2-78505 i Teledyne Penn-Union,
Sh. 142 Typg GM, Cat. No.
GM-

oIl
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SPEC/DHG LN BECADTDTY ACCEPTABtE VALUE CONDITION B R .
“REF o [ o LTEMDESCRIPTION oot OR TOLERANCE £ e | = o 7 METHOD OF VERIFICATION ..
r5—2-77640 Transformer, 750 VA Catalog No. Visual: Inspect for voltage rating
Voltage Rating 240/480-120/240 V ac, VA rating 750.
Volt-Amp Rating Outdoor type specified on item or in
Outdoor Type Cat. No. for item.
| H-2-77640 | Enclosure Catalog No. Visual: Inspect for missing or
10" x 8" x 4" Dimensions damaged door gasket, missing or
Hoffman Engineering | Door Gasket damaged interior panel.
F Co, Cat. No. Corrosion Protection Test: Measure enclosure and verify
A1008CHNF, NEMA size is as specified on Drawing.
Type 4X, with panel, (Tolerance = £ 1")
Cat. No. AloPs Visual: Verify enclosure material
exhibits a continuous gray
protective coating.
| H~2-77640 | Fuse Block (3 Pole) | Catalog No. Visual: See General Note.
{Annunciator
Circuit)
Gould Shawmut, Cat.
No. 30313R
l H-2-77640 | Fuse Catalog No. Visual: See General Note. 100% XN
{Annunciator
Circuit) [
Gould Shawmut-Amp- IO
Trap, Class CC I
Cat. No. ATMR7
H-2-77641 | Wire Type 1 Insulation type THHN or XHHW | Visual: Verify marking on 100% S
H-2-78507 { (1/C THHN or XHHW) Solid copper conductor. insulation and conductor reel S =
600 Volt rating “indicates THHN or THHN/THWN or XHHW, .
690 V ac, #lg AWG. M~
Visual: Solid copper conductor. |y
o &
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EACCEPTABLE VALUE CONDITION
i 57 5 OR TOLERANCE 555 o

PROJECT _ B-714 _

Wire Type 2 (TC)

Stranded Copper Conductors

Verify cable and cable reel

H-2-77641 Visual:
H-2-78507 | Rockbestos, Fire Insulation Type TC is marked Rockbestos Type TC, Fire
Wall III Wall III, 600 V, on cable jacket.
Verify stranded copper conductors.
H-2-77638 | 5/8" Ground Cable Size Visual: Verify complete coverage of | 100%
Sh. 1 7 strand, Class B Material: Steel] Cable galvanizing.
Note 6 zinc coating per Corrosion Protection Visual: Verify cable has (7) 100%
H-2-78504 | ASTM A 475 Number of Strands strands.
il Sh. 1 Test: Measure cable diameter and 100%
Note 8 verify 5/8" diameter +1/16".
Test: Verify cable exhibits 100%

magnetic property consistent with
carbon steel materials.

o B s —

s g
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